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BOMANITE CONCRETE DEGREASER
WATER-BASED CLEANER/DEGREASER CONCENTRATE
PRODUCT DESCRIPTION

Bomanite Concrete Degreaser is a versatile cleaner and is the product of choice for removing oily or greasy types of
soils from colored, imprinted, and/or natural concrete floors and surfaces. Bomanite Concrete Degreaser combines
cleaning and degreasing without the use of petroleum solvents. However, due to its strength, it is not recommended
for cleaning floors sealed with Bomanite Interior Floor Finish, Bomanite Hydrocoat, Bomanite Clear Cure, or other
water-based sealers. For areas sealed with these products, use Bomanite Floor Cleaner.

APPLICATION

For concrete floor cleaning, add one to two cups of Bomanite Concrete Degreaser per gallon of water. Apply liberally
to floor, allow ten minutes dwell time and scrub with floor machine equipped with a scrubbing or stripping pad or
brush. Rinse well and allow to dry before opening to traffic or proceeding with sealer/polish application.

SPECIFICATIONS

COLOR: ................................................................ Green
ODOR: .................................................................. Pine
pH: ........................................................................ 12.7 + 0.1 (concentrate)
11.5 + 0.2 (1:10 dilution)
FLASH POINT:...................................................... None (C.O.C. Method)
DILUTION USE RANGE: ...................................... 1:64 to 1:8
U.S.D.A. APPROVED: .......................................... Yes
DETERGENT TYPE: ............................................. Nonionic
SPECIFIC GRAVITY: ............................................ 1.02
DENSITY: ............................................................. 8.5 pounds per gallon
COVERAGE: ......................................................... 500 to 5,000 square feet per gallon
BIODEGRADABLE: .............................................. Yes
SOLUBILITY IN WATER: ...................................... 100% (hard, soft or deionized water)
FREEZE/THAW STABILITY:................................. Minimum 3 cycles (A.S.T.M. Test D-3209-82)
PACKAGE SIZES: ................................................ 4 x 1-gallon jugs
5-gallon pails
55-gallon drums

SPECIFICATION ASSISTANCE

Consult Bomanite for specification assistance, detailing, etc. This consultation is highly recommended prior to
specification.

WARRANTY

This product is warranted to meet uniform quality standards within conventional manufacturing tolerances. Since no
control is exercised over product use, no warranty or guarantee, expressed or implied, can be made to its use.
Seller’s and manufacturer’s obligation under this warranty is limited to reimbursement of the purchase price of the
portion of the product proven to be defective. The user assumes all risks and liability resulting from the use of this
product.
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