
be constructed to resemble fi ne stone or in large patterns that would not be cost 
effective or even possible with pavers or natural stone paving. The concrete can be 
textured with custom textures that do not resemble any naturally found pattern, 
capitalizing on the beauty of concrete itself. Or possibly combined with exposed 
aggregates or sands for a custom appearance. Bomanite licensed installers are 
aware of and offer a wide variety of custom options that would be considered 
unfamiliar to most other competitive imprint systems.

Lifecycle Costs
The durability of concrete itself combined with the improved surface abrasion 
resistance and reduced porosity of Bomanite Imprinted concrete results in long 
lasting paving and flooring. Correctly installed concrete will last for decades 
in all climates. Bomanite Licensees are experienced in the correct placing and 
fi nishing procedures needed for the construction of durable concrete. 

Sustainability
Low life cycle costs, low to zero VOC products and processes, with minimal 
maintenance requirements are all benefi ts of Bomanite Imprinted concrete. 
Additionally there are no components that need to be separated when the end of 
the concrete’s lifecycle has been reached making it easy to process for recycling.

Versatility
Unlike pre-cast unit pavers or natural stone, Bomanite Imprinted concrete can 
be constructed in a wide variety of texture, color and pattern options. Custom 
patterns and textures are developed on a regular basis for one-time projects 
or logos, themed spaces or custom homes. With 60 standard Bomanite Color 
Hardener and matching Bomanite Integral Colors plus customs and Bomanite’s 
Patene Artectura staining options, such as Bomanite Chemical Stain, Bomanite 
Interior Concrete Dye and Bomanite Con-Color, Bomanite offers the most 
expansive color palette on the market today.

Durability
Bomanite Imprinted Concrete surfaces are the most durable surfaces of their 
type on the marketplace. Correctly placed and fi nished concrete combined with 
Bomanite Color Hardener results in long lasting installations that will incur 
decades of use. Third party testing shows that Bomanite Imprinted Concrete 
surfaces are superior to conventional concrete in terms of abrasion resistance and 
color retention.

Maintenance 
Unlike unit pavers or natural stone paving, Bomanite Imprinted Concrete 
Surfaces do not require extensive maintenance procedures such as re-leveling, 
grout or sand joint refurbishment or weed removal. Simple mild pressure 
washing combined with neutral PH cleaners are all that is necessary to keep a 
correctly installed and sealed Bomanite installation clean. Re-application of the 
original sealer every 3 to 5 years, if determined necessary, is the only long term 
consideration resulting in very low lifecycle costs.

Initial Cost 
Imprinted concrete is generally less expensive than natural stone or other types of 
comparable high quality paving or fl ooring such as rustic terrazzo. The initial cost 
of Bomanite Imprinted concrete has many variables including, but not limited to; 
local labor costs, the size and scope of the project, the size of tools used for the 
selected pattern, color, load bearing requirements and other factors. Consult your 
local Bomanite Licensee for pricing and project consultation when 
comparing various paving and fl ooring options. 

Health 
Bomanite offers a comprehensive line of products with low or no Volatile 
Organic Compounds or VOC’s. Surface sealing products with a VOC content 
less than 100 g/l have been formulated for all Bomanite Imprint Systems. This, 
along with the primary coloring components such as Bomanite Color Hardener 
which contains zero VOC’s, makes Bomanite Imprint Systems compliant with 
SCAQMD Rule 1113 and the CARB 2007 SCM 100 g/l sealer category.
  
Safety
Bomanite Imprinted Concrete when correctly installed meets all national 
traction standards. Third party independent testing has verifi ed our imprint 
systems to be very slip resistant when correct surface profi le is achieved prior to 
sealing. Additional chemical etching or aggregates broadcast into the imprinted 
concrete can improve on areas subject to water exposure such as pool decks or for 
applications requiring improved traction for slopes and steps. 

Light Refl ectivity
The use of Bomanite Color Hardener allows for lighter, more reflective colors 
than that achievable with conventional gray concrete. Improved solar refl ectance 
results in reduced heat island effect and comfort under foot around pools or on 
patios. Bomanite has millions of large scale commercial installations and strongly 
encourages the selection of common sense colors for these types of applications. 
Reduced night time lighting and daytime cooling costs along with cooler fi rst 
fl ush stormwater are examples where correctly designed Bomanite Imprinted 
Concrete systems can make a difference to our urban environment. 

Appearance
The fl uid nature of concrete allows for design possibilities not found with other 
exterior or interior textured paving options. Bomanite Imprinted Systems can 

Why Choose Bomanite Imprinted Concrete Systems?
   Bomanite has taken and refi ned the imprinted concrete products and processes over tens 
of millions of square feet of installations to develop concrete paving and fl ooring with 
optimized properties and predicable performance.
 
  

The Bomanite Company and Bomanite Licensed 
Contractors promote and support the Green Building 
Initiative with sustainable decorative concrete products 
and systems to minimize the industry’s impact on the 
environment.

Applications for Imprinted Concrete 
Imprinted Concrete’s versatility makes it an ideal fl ooring and paving material 
for a variety of applications from interior to exterior including:

  • Workplace         • Hospitality        • Sport Arenas • Educational       

     • Professional      • Retail                • Government      • Residential     

  • Food Service    • Healthcare         • Automotive      • Manufacturing
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